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ThermaRod




Filling space of construction occurring among others in floor topping, largepanel construction, mounting windows, doors, etc…




MORE >> 
	THERMAFLEX@	(307 downloads	)
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SCHLEGEL : POLYBOND




TECHNICAL FEATURES: Brush seal without center fin. Material: PVC, aluminum. Black Colour. Base width (L): 6,9mm. Max = 7mm; Min = 6.70mm; Dimensional tolerance: 0.10mm + / – 0.20m. Base thickness (S): 0.8mm. Dimensional tolerance: +/- 0.15mm. Brush height (H): 5mm. Dimensional tolerance: + 0.25 / – 0.15mm. Roll Pack: 375 meters. TDS 150629 – polybond detail[/vc_column_text][/vc_column][/vc_row]




MORE >> https://products.tyman-international.com/en/seals-schlegel-poly-bond-pb-brush-pile-seal-sch927-abcd.html
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			DOWSIL™ 1200 OS Primer

DOWSIL™ 1200 OS Primer is used to improve adhesion and accelerate adhesion build-up of silicone sealants to various substrates.

	One-part, neutral-cure, RTV silicone sealant
	Improves adhesion of silicone sealants to many substrates
	 Provides more uniform and stronger bonds
	Primer is suitable for weathersealing and structural glazing applications 


Download File >> 
	DOWSIL™ 1200 OS Primer	(342 downloads	)
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DOWSIL™ 650 Protective Peelable Coating




DOWSIL™ 650 Protective Peelable Coating is a waterborne peelable acrylic coating for temporary protection application. It is suitable to many substrates including glass, metal, and plastics. It offers temporary protection against dust, stain, grease, and even weld slag. It can easily be peeled off when the protection is no longer required. There is no damage to the surface and there is no residue left on the substrate.




	Formulated for protection of façade glazed systems and panels including, but not
	limited to, glass, and metals
	 Easy removal by peel off from the substrate without leaving any residue
	 No damage and penetration to the substrate
	 Good protection performance to the substrate
	 Compatible with common DOWSIL™ glazing sealants
	 Low VOC formulation
	 Excellent peel-off capability even under long UV and weather exposure




Download File >> 
	DOWSIL™ 650 Protective Peelable Coating	(431 downloads	)
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DOWSIL™ 890-SL Silicone Joint Sealant




DOWSIL™ 890-SL Silicone Joint Sealant can be used for concrete to concrete and concrete to asphalt pavement joints.




	One-part, cold applied, self-leveling silicone
	Self-leveling, no tooling required.
	Movement capability 100% extension and 50% compression.
	Ultra-low modulus.
	ASTM D 5893 Type SL
	FAA P-605 for silicone joint sealants
	Meets SS-S-200E (section 4.4.12) Flame Test Requirements
	EN 14187-5 Hydrolysis Test
	EN 14188-2 Class B, C and D




Download File >> 
	DOWSIL™ 890-SL Silicone Joint Sealant	(2613 downloads	)
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DOWSIL™ 983 Structural Glazing Sealant




DOWSIL™ 983 Structural Glazing Sealant is designed for factory glazing and curtain wall production. It is suitable for use where dual structural and weatherseal applications are desired, with up to ± 25% movement capability in a well-designed weatherseal. Once cured, this structural sealant forms a durable, flexible and watertight bond. It has excellent unprimed adhesion to most glass, chromated and anodized aluminum and many painted aluminum surfaces




	Two-part, neutral-cure, RTV silicone sealant.
	Meets ASTM C1184 for Structural Silicone Sealant
	Meets ASTM C719 Class 25 Higher movement capability ± 25%.
	Low VOC formula
	weatherseal joint
	High ultimate tensile strength which makes it suitable for structural bonding applications
	Excellent mechanical properties





Download File >> 
	DOWSIL™ 983 Structural Glazing Sealant	(350 downloads	)
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DOWSIL™ 888 Silicone Joint Sealant




DOWSIL™ 888 Silicone Joint Sealant is a one-part, non-sag silicone material that cures to a low-modulus silicone rubber upon exposure to atmospheric moisture. Can be applied over a wide temperature range.




	One-part, cold applied, non-sag silicone sealant.
	Movement capability 100% extension and 50% compression.
	Weather and UV resistant.
	Fuel resistant-short term exposure. Refer to Dow form number 62-207 for more
	Information.
	ASTM D 5893 Type NS
	FAA P-605 for silicone joint sealants
	Meets SS-S-200E (section 4.4.12) Flame Test Requirements
	EN 14187-5 Hydrolysis Test




Download File >> 
	DOWSIL™ 888 Silicone Joint Sealant	(331 downloads	)
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			Saint Gobain Thermalbond V2100

Thermalbond V2100 spacer tape is available in a wide range of thicknesses and configurations with black or grey color, utilizing high-strength acrylic adhesive on both sides of the foam. The two-sided adhesive configuration delivers secure temporary bonding, insuring stability of the glazing components during the silicone curing cycle.

	Open-cell structure allows air and moisture to reach the silicone for optimum curing of the silicone
	Semi-rigid polyurethane foam is compatible with all silicone tested
	Low thermal conductivity improves the performance of the wall and can support LEED points
	Excellent resistance to temperature variations, fungi and oxidation


Download File >> 
	V2100	(337 downloads	)
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			Saint Gobain Thermalbond V2200

Thermalbond V2200 spacer tape is available in a wide range of thicknesses and configurations with black or grey color, utilizing high-strength acrylic adhesive on both sides of the foam. The two-sided adhesive configuration delivers secure temporary bonding, insuring stability of the glazing components during the silicone curing cycle.

	Open-cell structure allows air and moisture to reach the silicone for optimum curing of the silicone
	Semi-rigid polyurethane foam is compatible with all silicone tested
	Low thermal conductivity improves the performance of the wall and can support LEED points
	Excellent resistance to temperature variations, fungi and oxidation


Download File >> 
	V2200 SERIES	(350 downloads	)
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			DOWSIL™ Primer-C OS

DOWSIL™ Primer-C OS is used to improve adhesion and accelerate adhesion build-up of silicone sealants to various substrates. This moisture curing primer is a film forming adhesion promoter.

	Improves adhesion of silicone sealants to many substrates
	 Accelerates adhesion build of 2 part structural sealants


Download File >> 
	DOWSIL™ Primer-C OS	(383 downloads	)
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			DOWSIL™ 991 Silicone High Performance Sealant

DOWSIL™ 991 Silicone High Performance Sealant is specially formulated to prevent staining of porous substrates such as natural stone and minimize streaking on metal panels and glass. It forms a durable, flexible, watertight bond with most building materials and can be used for new and remedial construction applications.

	One-part, neutral-cure, RTV silicone sealant
	Non-staining on natural stone and reduces residue rundown on metal and glass panels. Formulated to prevent staining of porous substrates and reduce streaking on glass and metal panels to improve building aesthetic performance
	ASTM Specification C-920. Type S, Grade NS, Class 50, Use T, NT, G, A and M


Download File >>  
	DOWSIL™ 991 Silicone High Performance Sealant	(308 downloads	)
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			DOWSIL™ 995 Silicone Structural Sealant

High ultimate tensile strength sealant ideally suited for structural bonding and protective glazing applications

	One-part, neutral-cure elastomeric sealant
	Successfully tested for use in protective glazing applications
	Federal Specification TT-S- 001543A (COM-NBS) Class A for silicone building sealant
	 Federal Specification TT-S-00230C (COM-NBS) Class A for one-component building sealant
	ASTM Specification C-920 Type S, Grade NS, Class50, Use NT, G and A
	ASTM C1184 Standard Specification for Structural Silicone Sealant
	Chinese specification GB 16776 for structural glazing
	SNJF VEC


Download File >> 
	DOWSIL™ 995 Silicone Structural Sealant	(330 downloads	)
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			DOWSIL™ 793T Silicone Glazing Sealant

DOWSIL™ 793T Silicone Glazing Sealant A one-part neutral cure, construction grade sealant that easily extrudes in any weather. Its primary use is glass to glass applications such as glazing butt, butt fin and lap shear joints, and sealing curtain wall projections.

DOWSIL™ 793T Silicone Glazing Sealant meets or exceeds the test requirements of ASTM Specification C-920 Type S, Grade NS, Class 25, Use NT, G, A

Download File >> 
	DOWSIL™ 793T	(331 downloads	)
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			DOWSIL™ 791 Silicone Weatherproofing Sealant 

is a specified, premium performance weather sealing product specifically designed for general glazing and weather sealing in curtain wall and building facades.

	One-part, neutral-cure, RTV silicone sealant
	Ideal for expansion, connection, perimeter and other movement joints
	Neutral cure – suitable for use on coated glass, galvanized steel, masonry and other porous and non-porous substrates
	ASTM C920 Type S, Grade NS, Class 50, Use NT, M, G, A


Download File >> 
	DOWSIL™ 791 Silicone Weatherproofing Sealant	(426 downloads	)
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			DOWSIL™ 795 Structural Glazing Sealant

DOWSIL™ 795 Structural Glazing Sealant is a one-component Silicone sealant designed for site or factory glazing and curtainwall production. It requires contact with air as it reacts with atmospheric moisture to cure to a tough but flexible silicone rubber.

DOWSIL™ 795 Structural Glazing Sealant can be used where dual structural and weatherseal applications are desired. It has up to ±50% movement capability in a welldesigned weatherseal joint.

	One-part, neutral-cure silicone sealant
	Meets ASTM C1184 for Structural Silicone Sealant
	Meets ASTM C719 Class 50 High movement capability ±50% in well designed
	LEED Certified
	High ultimate tensile strength which makes it suitable for structural bonding applications
	Excellent mechanical properties


Download File >>
	DOWSIL™ 795 Structural Glazing Sealant	(486 downloads	)
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			DOWSIL™ 896 PanelFix 

DOWSIL™ 896 PanelFix is an elastic one-part neutral curing silicone sealant specifically designed for panel bonding applications that require high durability and fast handling. It provides immediate strength directly after application. 

DOWSIL™ 896 PanelFix is a silicone which shows primerless adhesion to a variety of substrates such as anodized and mill finish aluminum, and mineral substrates and provides high strength once fully cured. DOWSIL™ 896 PanelFix is not suitable for structural glazing Applications.

	One-part silicone with immediate initial strength for panel bonding applications
	Fast & easy panel bonding
	 Safe assembly due to fast strength build up
	 High longevity
	 Factory bonding and on-site application
	 Compatible & approved package: silicone & tape                                      
	 CE marked according to EN 12004
	 BBA Certificate No 16/5306 


Download File >>  
	DOWSIL™ 896 PanelFix	(429 downloads	)
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	DOWSIL™ 888 Silicone Joint Sealant	(331 downloads	)
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